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FEPER SAis a joint stock company with majority private capital, which developed production 
capacities in the field of fine metallic. FEPER SAis equipped with CNC machines and equipment 
allowing sheet metal processing by drilling , bending, stamping, grinding, crimping, welding, painting, 
operations with accuracy to 1 / 10 mm.

We achieve - based on our own projects or drawings / samples provided by the beneficiaries - metal 
structures with a large used applications in computer science, telecommunications, automation, 
electronics, etc.

Thus, following a short & medium - term management strategies, our company has proposed to use 
part of the financial resources for development. Thus, FEPER SAexpanded and diversified product 
range which currently includes the following product groups:

1. Modular Structures:
· Racks and Accessories in 19 "and 21" system  - for supporting electronic equipment, computers, 
telecommunications and power systems - designed for 19 "/ 21" mounting.
· Subracks and Accessories in19 "and 21" system 
· Metal Consoles and Accessories - Structures generally wrapped which through the outside surfaces 
support control elements, indicating or related service equipment
· Metal Boxes and Accessories - Structures, partially wrapped, suitable for mounting on a frame or by 
adapting the construction can be compatible with a chassis or drawer.
· Metal Cases· Metal Cases

2. Execution of mechanical parts and subassemblies with CNC machines and equipment, which fall 
into the following technological operations:
· Laser cutting in 2D using TRU LASER TLF 3200W processing center  
· Punching, nibbling and forming using CNC machining centers TRUMATIC 200R TC with 15 posts  
and TC TRUMATIC 3000R with 19 posts
· Bending using specialized CNC presses AMADA and TRUBEND 
· Sanding with specialized CNC machine TIMESAVERS
· Crimping screws, bolts and PEM type nuts with specialized equipment 
· Welding with CNC machine welded points, AMADA, protective environment of argon welding, spot 
welding fixed electrodes and welding screws and bolts with stored energy system
· Electrostatic painting, technology GEMA - Switzerland, with polyester powder or epoxypolyesteric 
with Henkel  chemical and heat treatments. 

By expanding production and obtaining a quality of execution at international standards, FEPER SA
responds to both requests of Romanian market  characterized by a special dynamic requirements and 
international markets. Our company carries out contracts with companies from Germany, Switzerland, 
Holland and England.



Demountable 19 - 21 " Floor Standing Cabinet

Demountable 19"-21" Cabinet is designed to accommodate electronic, computer,
telecommunication equipment in 19" / 21” system.
The technical features are accordingly to international standards: ANSI/EIA 310-D; IEC 60297-2; DIN
41494, parts 1, 7, RoHs.
Demountable 19"-21" Cabinet is manufactured in a range of dimensions as in Appendix.
In standard configuration, the cabinet is delivered assembled and is designed as a modular concept
which provides:
� manufacturing at a high level of quality;
� robustness and reliability;
� by request, the cabinet can be delivered unassembled and providing:

� easy assembling, by hand technical means, installation instructions;
� the modular structure ensures compact packaging which reduces storage and
transportation costs.

Demountable 19"-21" Floor Standing Cabinet is available in two basic configurations:
Cabinet: 
� front door (7)  with transparent / smoky # 3 mm stiplex, or perforated sheet; 
� rear door (8) or rear panel, compact or perforated sheet;
� removable side panels provided with / without aeration slots (5 and 6);
� bottom / upper lid (3 and 4) provided with slots allowing natural aeration and half-cutted slots; the 
upper lid allows fan assembly (2, 4 or 6) for forced aeration
� mounting rails (1) adjustable depth - 4 pcs;  made of # 2 mm zinc plated steel  with square 
perforations of 8,7 mm, step U = 44,45mm, allow 15U ÷ 47 U heights;
� cross-pieces (2) - 6 pcs; made of # 2 mm zinc plated steel; allow the assembling of 19" mounting 
rails at needed distance;
� adjustment stems or castors by request
Open frame:

ISO 9001:2015
Certificat no.
2006/27625.4

General Features
 

Together for business and for leisure
������������

Open frame:
� without front/rear door

� provide 19" or 21" system equipment installation by specialised mounting rails; are provided with 
21’’ - 19’’ adaptors when 19 ’’ equipment require;
� floor standing, provided with adjustment stems or castors;
� easy front or rear access;
� assure protection by handles with lock and key;
� interchangeable door left/right, front / rear, 1800 opening
� side panels with aeration slot, easy manoeuvrable by Snap-In mountage kit with interior blocking, 
by request;
� cable entries through bottom / upper lid and rear panel, by request;
� various facilities for cable management;
� floor fixing system for false floor;
� by designing, assures the protection against accidental voltage through out all in-one-part 
mechanical parts which interlink with short ground cable – earthing kit, by request;  
� forced aeration option with 2, 4 and 6 exhaust fans 120 x 120 x 38 mm;
� 60 0 C thermostat option;
� range of professional PDU;
� provide an infrastructure fully compatible  with  IT complet systems through a range of Electrical 
and mechanical accessories;
� standard powder coated or other colors by request;
� standard degree of protection: IP 20, by request can be made: IP 30, IP 40, IP 50 in conformity 
with EN 60 519

Accessories -by request- Fixed vented shelf for maximum permissible loads of 25 kg, 70 kg and 120 kg, Adjustable vented shelf, Cantilever
shelf, Sliding vented shelf, Fixed monitor shelf, Sliding keyboard shelf, Fan unit plate, Fan unit module, Lighting unit, Multiple outlet, Power unit,
Cable guide brackets, Subrack / servers / UPS guides, Blanking panels, Montage kit, Earthing kit, Castors, Floor fixing systems, Seismic anchorage



Type
Width 
(mm)

Depth Height

Reference code A total 
(mm)

A active (mm)
H total 
(mm)

H 
active 
(mm)

15 U
600

600 520

800 667

DD-15-66
800 720 DD-15-68
1000 920 DD-15-610

800
800 720 DD-15-88
1000 920 DD-15-810

20 U
600

600 520

1025 889

DD-20-66
800 720 DD-20-68
1000 920 DD-20-610

800
800 720 DD-20-88
1000 920 DD-20-810

24 U
600

600 520

1205 1066

DD-24-66
800 720 DD-24-68
1000 920 DD-24-610

800
800 720 DD-24-88
1000 920 DD-24-810

27 U
600

600 520

1340 1200

DD-27-66
800 720 DD-27-68
1000 920 DD-27-610

800
800 720 DD-27-88
1000 920 DD-27-810
600 520 DD-30-66

Demountable 19 - 21 " Floor Standing Cabinet

General Data
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30 U
600

1475 1334
800 720 DD-30-68
1000 920 DD-30-610

800
800 720 DD-30-88
1000 920 DD-30-810

33 U
600

600 520

1587 1469

DD-33-66
800 720 DD-33-68
1000 920 DD-33-610

800
800 720 DD-33-88
1000 920 DD-33-810

36 U
600

600 520

1720 1600

DD-36-66
800 720 DD-36-68
1000 920 DD-36-610

800
800 720 DD-36-88
1000 920 DD-36-810

42 U
600

600 520

2030 1912

DD-42-66
800 720 DD-42-68
1000 920 DD-42-610

800
800 720 DD-42-88
1000 920 DD-42-810

45 U
600

600 520

2165 2000

DD-45-66
800 720 DD-45-68
1000 920 DD-45-610

800
800 720 DD-45-88
1000 920 DD-45-810

47 U
600

600 520

2255 2090

DD-47-66
800 720 DD-47-68
1000 920 DD-47-610

800
800 720 DD-47-88
1000 920 DD-47-810
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19” Floor Standing Cabinet

19 “ Floor Standing Cabinet , is intended to support electronics, computing, 
telecommunications and power equipment - system designed for mounting in 19".
19 “ Cabinet is designed to fit a variety of user needs, being manufactured in a 
range of types and sizes (see table)

Destination

Standart Configuration

19" cabinet is available in two standard configurations:
� cabinet (standard ):

- front door
- rear door
- side panels 
- bottom and upper lid 
- adjustment stems or castors by request  

� open rack :
- without front door / rear door and / or  without side panels

� mounting rails (1) - 4 pcs
- made of zinc plated steel
- with square perforations in 19" system, allow heights between  20U ÷ 47 U 

� cross -pieces (2) - 6 pcs

Features

General Features
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Accessories -by request- : Fixed vented shelf for maximum permissible loads of 25 kg, 70 kg and 120 kg, Adjustable vented shelf, 
Cantilever shelf, Sliding vented shelf,  Fixed monitor shelf, Sliding keyboard shelf, Fan unit plate, Fan unit module, Lighting unit, 
Multiple outlet, Power unit, Cable guide brackets, Subrack / servers / UPS guides, Blanking panels, Montage kit, Earthing kit, 
Castors, Floor fixing systems, Seismic anchorage

� cross -pieces (2) - 6 pcs
- made of zinc plated steel
-allow the assembling of 19" mounting rails at needed distance

� bottom / upper lid (3 and 4)
-provided with slots allowing natural aeration and half-cutted slots for cable
management

� removable side panels provided with / without aeration slots (5 and 6)
� front door with stiplex or duplex sight window or perforated steel (7)
� tilting rear door (8) with or without aeration slots 

� floor standing, with adjustment stems or castors, with front, rear or side access (20 
U ÷ 47 U);
� each door provided with key locking system;
� the protection against accidental voltage through out all in-one-part mechanical 
parts - special designed for interlinking with short ground cable in order to assure 
electrical continuity;
� forced aeration option with 2, 4 and 6 exhaust fans 
120 x 120 x 38 mm;
� 60 0 C thermostat option;
� powder coated in a wild range of colors;
� protection degree IP 20 or IP 30 in conformity with EN 60519

Benefits



Type
Width 
(mm)

Depth Height

Reference code A total 
(mm)

A active (mm)
H total 
(mm)

H 
active 
(mm)

15 U
600

600 520

800 667

DD-15-66
800 720 DD-15-68
1000 920 DD-15-610

800
800 720 DD-15-88
1000 920 DD-15-810

20 U
600

600 520

1025 889

DD-20-66
800 720 DD-20-68
1000 920 DD-20-610

800
800 720 DD-20-88
1000 920 DD-20-810

24 U
600

600 520

1205 1066

DD-24-66
800 720 DD-24-68
1000 920 DD-24-610

800
800 720 DD-24-88
1000 920 DD-24-810

27 U
600

600 520

1340 1200

DD-27-66
800 720 DD-27-68
1000 920 DD-27-610

800
800 720 DD-27-88
1000 920 DD-27-810
600 520 DD-30-66

19” Floor Standing Cabinet

General Data
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30 U
600

1475 1334
800 720 DD-30-68
1000 920 DD-30-610

800
800 720 DD-30-88
1000 920 DD-30-810

33 U
600

600 520

1587 1469

DD-33-66
800 720 DD-33-68
1000 920 DD-33-610

800
800 720 DD-33-88
1000 920 DD-33-810

36 U
600

600 520

1720 1600

DD-36-66
800 720 DD-36-68
1000 920 DD-36-610

800
800 720 DD-36-88
1000 920 DD-36-810

42 U
600

600 520

2030 1912

DD-42-66
800 720 DD-42-68
1000 920 DD-42-610

800
800 720 DD-42-88
1000 920 DD-42-810

45 U
600

600 520

2165 2000

DD-45-66
800 720 DD-45-68
1000 920 DD-45-610

800
800 720 DD-45-88
1000 920 DD-45-810

47 U
600

600 520

2255 2090

DD-47-66
800 720 DD-47-68
1000 920 DD-47-610

800
800 720 DD-47-88
1000 920 DD-47-810
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19” Wall Mounted Cabinet

19" cabinet - wall mounting - is designed to accommodate 
electronic, computer, telecommunication equipment in 19" system -
such as patch-panels, distribution boxes, active components, etc.
19" cabinet - wall mounting - is manufactured in a range of 
dimensions as below. 

19" cabinet - wall mounting - is available in two standard 
configurations:
� simple section  - front and side access

- front access
� double section - front and rear access 

Simple section serie
� mounting rails with square perforations in 19" system, allow 
heights between  6 - 15 U, made of zinc plated steel 
� steel powder coated case:

� bottom and upper sides with rectangular slots with 
blank panels - for cables management and with round slots 
with blank panel - for exhaust fans;
� side or rear removable panels;
� front door with stiplex or duplex sight window, 180 O

opened
Double section
� mounting rails with square perforations in 19" system, allow 

General Features
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� mounting rails with square perforations in 19" system, allow 
heights between  6 - 15 U, made of zinc plated steel 
� steel powder coated case:

� bottom and upper sides with rectangular slots with blank 
panels - for cables management and with round slots with 
blank panel - for exhaust fans;
� front door with duplex sight window, 180 O opened
� rear section - with 180 O rotation, provided with 
rectangular slots with blank panels - for cables 
management.

� wall mounting;
� door provided with key locking system;
� the protection against accidental voltage through out all in-one-
part mechanical parts - special designed for interlinking with short 
ground cable in order to assure electrical continuity;
forced aeration option with 1, 2 exhaust fans 
120 x 120 x 38 mm;
� 60 0 C thermostat option;
� powder coated in a wild range of colors;
� protection degree IP 20 or IP 30 in conformity with EN 60519..

Together for business and for leisure
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19” Wall Mounted Cabinet

No.
19" wall mounting cabinet - simple section  - front and side access Reference

CodeType Width (A)
(mm)

Depth (B) 
(mm)

High 
(H)(mm)

X
(mm)

Y
(mm)

1 6U 530 400 320

394 184

D-06-64 FL
2 6U 530 600 320 D-06-66 FL
3 10U 530 600 495 D-10-66 FL
4 12U 530 600 585 D-12-66 FL
5 15U 530 600 720 D-15-66 FL

19" wall mounting cabinet - simple section  - front access Reference

General Data
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No.
19" wall mounting cabinet - simple section  - front access Reference

CodeType Width (A)
(mm)

Depth (B) 
(mm)

High 
(H)(mm)

X
(mm)

Y
(mm)

1 6U 530 600 320

531

299 D-06-66 FS
2 10U 530 600 495 463 D-10-66 FS
3 12U 530 600 585 471,5 D-12-66 FS
4 15U 530 600 720 685 D-15-66 FS
5 6U 530 700 320 299 D-06-67 FS
6 10U 530 700 495 463 D-10-67 FS
7 12U 530 700 585 471,5 D-12-67 FS
8 15U 530 700 720 685 D-15-67 FS



19” Panels – Floor Standing

19“ Panels , made of welded metal structure with heights between 
24U ÷ 45U, are designed for high-density cables management and 
for easy access to the equipment, when is necessary. The 19" 
panels allow a good natural aeration, avoiding equipment 
overheating in closed spaces.
The panels are assured against overturning by two wall-fixing 
sStrokes and by fixing supports with two M10 screws. 

19" Panel - simple frame
� mounting rails - 2 pcs

� executati din tabla Ol, la cerere, vopsiti electrostatic    
sau galvanizati
� with square perforations in 19" system, allow heights  

General Features
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� with square perforations in 19" system, allow heights  
between  24U ÷ 45 U

� two supports
� bottom and upper rigidity bars

19" Panel - double frame
� mounting rails (1) - 4 pcs.

� made of zinc plated steel
� with square perforations in 19" system, allow heights  
between  24U ÷ 45 U 

� two supports
� bottom and upper rigidity bars
� by request, provided with four castors with axis



19” Accessories

No.

Technical Features
Reference

CodeH
(mm)

L
(mm)

A
(mm)

Stroke firing (mm)
h L a Stroke

1 2U 457 400 17.5 55.4 400 400 RMU-N/6.6
2 2U 457 600 17.5 55.4 600 600 RMU-N/6.8/8.8
3 2U 457 800 17.5 55.4 600 600 RMU-N/6.10/8.10

Mobile Vented Shelf
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Mobile Keybord Shelf

No.

Technical Features
Reference

CodeH
(mm)

L
(mm)

Amin
(mm)

Stroke firing (mm)
h L a Stroke

1 1U 440 450 10.0 17.0 342 255 RMT-N/6.6
2 1U 440 650 10.0 17.0 342 255 RMT-N/6.8/8.8
3 1U 440 850 10.0 17.0 342 255 RMT-N/6.10/8.10

Together for business and for leisure
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19” Panels- Floor Standing

No.
19” Panels – Simple Frame Reference

CodeType Width (A)
(mm)

Depth (B) 
(mm)

High
H active 

(mm)
H total 
(mm)

1 24U

550 635

1042 1128 P-24-19
2 27U 1175 1261 P-27-19
3 33U 1442 1528 P-33-19
4 42U 1842 1929 P-42-19
5 45U 1975 2060 P-45-19

No.

19” Panels – Double Frame
Reference

Code
Type Width

A (mm)
Depth High

B 
Active 
(mm)

C 
Total 
(mm)

H 
Active 
(mm)

H 
Total 
(mm)

1
24U

514 670 1042 1128 PD-24-66
2 714 870 1042 1128 PD-24-68
3 914 1070 1042 1128 PD-24-610
4

27U
514 670 1175 1261 PD-27-66

5 714 870 1175 1261 PD-27-68

Variants
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592

6 914 1070 1175 1261 PD-27-610
7

33U
514 670 1442 1528 PD-33-66

8 714 870 1442 1528 PD-33-68
9 914 1070 1442 1528 PD-33-610
10

42U
514 670 1842 1929 PD-42-66

11 714 870 1842 1929 PD-42-68
12 914 1070 1842 1929 PD-42-610
13

45U
514 670 1975 2060 PD-45-66

14 714 870 1975 2060 PD-45-68
15 914 1070 1975 2060 PD-45-610



21” Floor Standing Cabinet

21" rack mount cabinet is designed to accommodate electronic, IT and 
telecommunication equipment in 21" system. 
Due to the 19" adapter, this type of rack mount cabinet can also accommodate 19" 
equipment..
21" rack mount cabinet is manufactured in a range of dimensions as mentioned I the 
sheet below

Destination

Standart Configuration

21" rack mounted cabinet is available in two standard configurations:
� cabinet (standard ):

- front door
- rear door
- side panels 
- pedestal and superior lid

� open frame :
- without front door / rear panels and Strokes on the pedestal and on the superior lid
- with side panels and pedestal and superior lid

� mounting rails (6)/(12) - 4 pcs
- made of zinc plated steel
- with square perforations which provide a 515 mm distance for  21" system 

equipments

Features

General Features
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equipments
� cross-pieces (7) - 6 pcs

- made of zinc plated steel
-adjust the distance between mounting rails

� pedestal / lid (11) / (4)
-provided with 3 cutted-zones, a central one and 2 side allowing cable 
management and covered with Strokes(1, 2 and 3), the bigger middle 
zone - allow the fan montage.

� removable side panels ( 9 and 14) and rear panel (8 )
� front door (13), with/without stiplex or duplex sig ht window
� M6 dowels used- 4 pieces used for fixing the rack on  the floor
� adjustable stems(10) –4 pcs.- for standing on the fl oor 

� floor standing, with 4 adjustable stems or with 2 spacers- for floor standing, fixed 
with M6 dowels;
� door with key locking system
� 19’’ adapters reducing the assembling distance from 515 mm(21’’) to 456,6 
mm(19’’)
� provided the protection against accidental voltage through out all in-one-part 
mechanical parts (by earth screws)- special designed for interlinking with short 
grounded cable in order to assure electrical continuity;

Benefits



21” Floor Standing Cabinet

Type
Width (A)

(mm)
Depth (B)

(mm)
Active 
Height
(mm)

Height-total
(mm) Code

80SU 600 3000 2000 2175 D21-80-63
80SU 600 400 2000 2175 D21-80-64
80SU 600 600 2000 2175 D21-80-66

General Data
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19” Accessories

No.
Technical Features

Reference
CodeH

(mm)
L

(mm)
L1

(mm)
Amin
(mm)

Stroke
(mm)

1 20 482 465.6 450 200 RAU-N/6.6
2 20 482 465.6 600 150 RAU-N/6.8/8.8
3 20 482 465.6 800 150 RAU-N/6.10/8.10

Adjustable Vented Shelf
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No.
Technical Features

Reference 
CodeH

(mm)
L

(mm)
L1

(mm)
Amin
(mm)

1 20 482 465.6 450 RFU-N/6.6
2 20 482 465.6 650 RFU-N/6.8/8.8
3 20 482 465.6 850 RFU-N/6.10/8.10

Fixed Shelf

Together for business and for leisure
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19” Accessories

Cantilever Shelf

No.
Technical Features

Reference 
CodeH

(mm)
L

(mm)
L1

(mm)
A

(mm)
1 2U 482 465.6 450 RFM-N/6.6
2 2U 482 465.6 650 RFM-N/6.8/8.8
3 2U 482 465.6 850 RFM-N/6.10/8.10

Fixed Monitor Shelf
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No.
Technical Features

Reference 
CodeH

(mm)
L

(mm)
L1

(mm)
A

(mm)
1 1U 482 465.6 150 RC 150 -1U 6.6÷8.1
2 1U 482 465.6 200 RC 200 -1U 6.6÷8.1
3 1U 482 465.6 300 RC 300 -1U 6.6÷8.1
4 2U 482 465.6 230 RC 230 -2U 6.6÷8.1
5 2U 482 465.6 350 RC 350 -2U 6.6÷8.1
6 2U 482 465.6 400 RC 400 -2U 6.6÷8.1

Cantilever Shelf

Together for business and for leisure
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19” Accessories

No.
Technical Features

Reference
CodeH

(mm)
L

(mm)
L1

(mm)
No.

Brackets/Suport
Montage

1 65 482 465.6 32 [cut outs] Horizontal GC 1
2 1U 482 465.6 5 Horizontal WM 19
3 35.5 43 15 - Any Position GC 3
4 80 80 15 - Any Position GC 4
5 1U 910 20U 10 Vertical GC 5

Cable Guide – Steel Brackets
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19” Accessories

No.

Technical Features

Reference
CodeH

(mm)

L
(mm)

L1
(mm)

No. of 
Brackets
(pcs)

Bracket
Dimension
(mm)

Position

1 44.2 482 465.5 4 50 Horizontally GO-45-4
2 44.2 482 465.5 8 50 Horizontally GO-45-8
3 44.2 482 465.5 4 80 Horizontally GO-48-4
4 44.2 482 465.5 8 80 Horizontally GO-48-8
5 6.75 415 400(9U) 4 50/80 Vertical GV-45-4/GV-48-4
6 56.75 726 711(16U) 6 50/80 Vertical GV-45-6/GV-48-6
7 56.75 815 800(18U) 8 50/80 Vertical GV-45-8/GV-48-8

Cable Guides – Plastic Brackets
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Vertical Cable Guide
Mounted vertically on the sides of the pillars of 19” panels
type P-42-19 and PD-42-6.6/6.8/6.10
Is to guide and fixing electric cables that supply equipment 
panels mounted battery.
Components are made of steel sheet (1.25 mm), zinc 
white.



19” Accessories

PS4P 19" Professional multiple outlet’, 230v/16A, Pi=3.6kW, 4 Soutcho sockets, electric cable F3G 
1.5mm²-2m, with schuko plug or UPS plug.

PS5SCF 19" Professional multiple outlet’, 230v/16A, Pi=3.6kW, 5 sockets with over voltage 
protections, two-pole illuminated rocker switch and frequency filter, electric cable F3G 
1.5mm², with schuko plug or UPS plug.

PS6SF 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 6 sockets with over voltage 
protections, frequency filter, electric cable F3G 1.5mm², with schuko plug or UPS plug.

PS7SC 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 7 sockets, with over voltage 
protections, two-pole illuminated rocker switch, electric cable F3G 1.5mm², with schuko plug 
or UPS plug.

PS7C 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 7 sockets,  two-pole illuminated rocker 
switch, electric cable F3G 1.5mm²- 2 m, with schuko plug or UPS plug.

PS8C 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 8 sockets, pole illuminated rocker 
switch, electric cable F3G 1.5mm², with schuko plug or UPS plug.

PS8S 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 8 sockets, with over voltage 
protections, electric cable F3G 1.5mm², with schuko plug or UPS plug.

PS8P 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 8 sockets, with over voltage 
protections, electric cable F3G 1.5mm²-2 m, with schuko plug or UPS plug.

PS9P 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 9 sockets, electric cable F3G 1.5mm², 

19” Professional Multiple Outlet
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PS9P 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 9 sockets, electric cable F3G 1.5mm², 
with schuko plug or UPS plug.

PS12PV 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 12 sockets, length 565mm, with vertical 
holding, electric cable F3G 1.5mm², with schuko plug or UPS plug.

PS12PVL 19" Professional multiple outlet, 230v/16A, Pi=3.6kW, 12 sockets, length 1072mm, 85 mm distance 
between sockets, with vertical holding, electric cable F3G 1.5mm², with schuko plug or UPS plug.

PTS18P Treephase 19" Professional multiple outlet, eloxed aluminium case, with 3x6  schuko sockets, Colors: 
grey, black and red, 3x16A, vertical holding, length 948,5 mm, electric cable 3m, H05W-F5G2,5

PTS36P Treephase 19" Professional multiple outlet, eloxed aluminium case,  with 3x12 schuko sockets, 
Colors: grey, black and red, 3x16A, vertical holding, length 1.713 mm, electric cable 3m, H05W-
F5G2,5

PTU18P Treephased electric rod , eloxed aluminium case, with 3x6 sockets IEC 320 C13, Colors: grey, black 
and red, IEC device for blocking,  3x16A, vertical holding, lenght 922 mm, electric cable 3m, H05W-
F5G2,5

PTU42P Treephased electric rod, eloxed aluminium case, cu 3x12 sockets  IEC 320 C13, Colors: grey, black 
and red, 3x2 sockets IEC320 C19, 16A, 3x16A, , vertical holding, lenght 1.519 mm, electric cable 3m, 
H05W-F5G2,5
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No.
��	
��	
����
�����

Reference 
Code�

[mm]
�

[mm]
�

[mm]
No. of fans
Ø120[mm]

1
2U 482

450 2, 4, 6 ���������������
2 650 2, 4, 6 MV-6.8/8.8 –2V/4V/6V
3 850 2, 4, 6 MV-6.10/8.10 –2V/4V/6V

Fan Unit Module
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Fan Unit Module equipped is mounted inside the 19 " floor cabinet(D19’’) with heights between 
20U and 47U and sections between 600x600 ÷800x1000

Metallic support 1U or 2U made of steel plate 1,5 mm, zinc coated  
- 2-6 fans Ø92 –1U or Ø120-2U–230Vca +10/-15% ( at the client order 24/48V cc), 50Hz +/-

1Hz, 0.11A
- thermostat 0º to 60ºC
- monophasic switcher 1A
- 2 safety fuses included 1A in  stands
- electrical cable, 2 m , MYYM 3x1,5mm²,1A, schuko plug-in and protection girdle against 

pulling out

Fan unit plate (MV) can be mounted on 19" mounting rails, front/back at any both on front and 
backside of the cover of  19 " floor cabinet (D19’’)

Plastic bags

Utilization Domain :

Technical Features :

Mounting :

Packing :



19” Accessories

Fan Unit Plate

No.
Technical Features 

Reference 
CodeDescription L [mm] A [mm] No. of Fans

1 Fan Unit Plate   
Equipped

490 205 1,2,3 PVE-6.6/1,2,3V
2 490 340  2,4,6 PVE-6.8/2,4,6V
3 620 340 2,4,6 PVE-7.8/2,4,6V
4 725 340 2,4,6 PVE-8.8/2,4,6V
5 490 340 2,4,6 PVE-6.10/2,4,6V
6 725 340 2,4,6 PVE-8.10/2,4,6V
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The fan unit plate is mounted inside the cover of FEPER 19“ floor standing cabinets with heights
between 20U and 47U with sections between 600x600 and 800x1000

- Metallic support 1U or 2U made of steel plate 1,5 mm, zinc coated  
- 2-6 fans Ø120–230Vca +10/-15% or 24/48V cc, 50Hz +/-1Hz, 0.11A
- Thermostat 0º to 60ºC
- Monophasic switcher 
- 2 safety fuses included
- Electrical cable, 2 m , MYYM 3x1,5mm²,1A, Schuko plug-in and protection girdle against 

pulling out

Placa de ventilatie echipata (PVE) se fixeaza pe rama superioara a cadrului  rack

Fan unit plate (PVE) can be mounted both on front and back side of the cover

Plastic bags

Utilization Domain :

Technical Features :

Mounting :

Packing :
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No.
Technical Features Reference

CodeH
(mm)

L
(mm)

L1
(mm)

N 1
(buc)

L2
(mm)

N 2
(pcs)

1 1U 400 44 8 44 8 ����
2 1U 600 44 8 44 8 GS-8
3 1U 800 44 8 44 8 GS-10

Server Guide UPS

SubRack Guides
 

ISO 9001:2015
Certificat no.
2006/27625.4

Together for business and for leisure
www.feper.ro

No.
Technical Features Reference 

CodeH
(mm)

L1
(mm)

L2
(mm)

A
(mm)

Stroke
(mm)

1 2U 77 60 500 250 GS-UPS 6.6/6.8/8.8

2 2U 77 60 650 400 GS-UPS 6.10/8.10

Server Guide UPS
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Flange Castors

No.
Technicale Features Reference 

CodeH  [mm] L1  [mm] L2  [mm] Load/Wheel

1 116 63 83 80 RPF - 80

2 108 60 80 200 RPF - 200

3 108 60 80 250 RPF - 250

4 120 60 80 700 RPF - 700
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Axe Castors

No.
Technicale Features Reference 

CodeH
(mm)

L1
(mm)

L2
(mm)

Load/Wheel
(kg)

1 100 - - 60 KPA-60
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No. Technical Features Reference
CodeDomed Head Screw

M6x16 [pcs.]
���
�����
 
�
���

!��"�#�	��$

%
&��'���
���#�	��$

1 10 10 10 KM - 01/ M 6
2 25 25 25 KM - 01/ M 6

Mountage Kit

Raw material :
Domed head screw M6x16 and cage nut M6are made of steelOL37 STAS 500-88;
Ornament washer Ø6.5 [mm] is made of injected ABS (black)
Finishing: screws and nuts – glossy white zinc;
Packing : polyethyilene bag.
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Mobile Keyboard Shelf

Packing : polyethyilene bag.

No.
Technical Features Reference

CodeH
(mm)

L
(mm)

L1
(mm)

A
(mm)

Stroke (mm)
H l a Stroke

1 1U 482 465.60 365 10 17 342 255 RTU-N/ 6.6 / 6.8 / 8.8
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Power Distribution Block

Power Distribution Unit

(�)��*� Power distribution unit (PLE), 20A, 230V, and automatic switch single or bipolar 20V. Input 
voltage lamp. Material: steel plate 1.5 mm, zinc coated, shining white .

(�)�+*� Power distribution unit(PLE), 30A, 230V, automatic switch single or bipolar 20V.
Input voltage lamp. Material: steel plate 1.5 mm, zinc coated, shining white.

No.
Technical Features

Reference
Code

H
[mm]

L
[mm]

�,
[mm]

�
[mm]

1 2U 482 465.5 65 PLE - 20A
2 2U 482 465.5 65 (�)�� +*�
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(,-�. Multiple Power distribution block with 8 outputs/ 8 safety fuses/2A/8 signal lamps/ 
Power supply: 230V+10%/-15%/ 16A/ 2 safety fuses /16A/ network filter

P1U/10 Multiple Power distribution block with 10 outputs, standard IEC 320 / 10 safety fuses / 
2A/10 signal lamps / Power supply: 230V+10%/- 15%/ 50 Hz +/- 2%

No.
Technical Features Reference

CodeH
[mm]

L
[mm]

L1
[mm]

A
[mm]

1 1U 484 465 152 (,-�.
2 1U 484 465 152 P1U/10
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Blanc Panel

No.
Technical Features Reference

CodeType L (mm) L1 (mm) No. of holes
1 1U 482 465.6 4 PA-1U
2 2U 482 465.6 4 PA-2U
3 3U 482 465.6 4 PA-3U
4 4U 482 465.6 4 PA-4U
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